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SECTION 509 — GUARDRAWLS ing a heighu the sxme ax for stair railings as peovided for in Sec-
1a this section. the code provides for guantrail proweciion for 407 |006.9. There are several more exceptions 10 the requires

unenclosed Noor and roof openingy, open and glazed sides of ™% for guardrails,

starrways, landings and ramps, and porches, which are more ¢  Guardeails are not required on the foading side of docks or

than 30 inches (762 mm) sbove grade or u flooror other surface -+ along vehicle service pits not sccessible to the public tor

beiow. Also. the prolection is required for roofs which are used s e -
other than for service of the bnin!?l:g and thas are subjectiouse ¥ 1n commerial and indusirial uses where the public is not
by individuals walking on the roof. The need for guandrils invited (therefore, the guardrail is not subject 10 small
in these circumstances is evident, al{hough the arbitrary Hmic of children falling through). guardrails may have intermedi-
30 inches (762 mm) above grade or flooe below is subjecttocon- wie members spaced so that a 12-inch (305 mrm) diameter
jecture, Nonetheless. in the case of the U.B.C., it is assumed that sphere cannot pass through.
the height of 30 inches (762 mm) does not create 4 signiflcant *  Inorder (0 provide for proper viewing in theaters, a guard-
safery hazard $ rail in front of the first row of fixed seats, and which 13 not
The guararait must be of adequate height (o prevent someane at he ead of an aisle, may be 26 inches (660 mem) in
from fai ing aver the edpe al the projected areas and be designed height.
o prevent someone, including srall children, from falling +  Agan for obvious reasons, guardrails are aot required on
ihrough under the top rasl. Therefore, the code establishes 42 ip- 1he auditorium side of a stage or enclosed plaform.

<hes (1257 mm) as the mamimurm height wittchy 1 recopnized na-
tionally as the proper height for guardrail protection. The code
also requires that for open-type rails. interrnediate members be:
pravided so that a sphere 4 inches (102 mm) in diameier cannot
pass trough heiween the vniermediate memden, a regquirement
w NICR prevents smalt children from falling inrough the guardrail
assembly. See Figure 509-1. The code also lessens the height for
open sides of siairy; ihey may be protected with » guardrail hav-
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